
A survey of parts of the drainage system within 

the south-east sector of Hilton Parish. 

Sections covered: 

 

1. Main Drain  

 Start. ï End of Rogueôs Lane (Elsworth turning off B1040) 

 Finish. ï Bridge near chicken farm on Fenstanton road 

 

2. Drain along the northern edge of High Street 

 

3. Drain along The Grove, through Reeve Ditch to the Main Drain 



Brief description of the area drained by the Main Drain. 

Area drained.  The main drain that passes through the South Eastern sector of Hilton Parish is  

fed by water from a very small area just behind Kisbyôs Hut, the area farmed on the west side of  

the hill up towards Elsworth and some of the fields behind The Green and The Wilderness. 

 

Hilton PC Responsibility.  The part of this Main Drain that is the responsibility of Hilton Parish  

Council is from a point approximately 200 metres up Rogueôs Lane, along the B1040 to Hilton  

village, then through the village as far as bridge next to the chicken farm on the Fenstanton Road. 

 

Fall along length.  Along the ditch length within Hilton Parish, the drain falls from a height of  

23 metres to about 8 metres.  This represents a total drop of 15 metres ï approximately 47 feet.  

This is generally a gradual drop with no area noticably more steep than any other.   

 

A roadway follows alongside the drain for most of its length but this does not have a gradual incline. 

For the most part it is approximately 1 to 1.5 metres above the water level in the drain but varies  

considerably and actually passes under the water at the ford.  Just out of Hilton Parish towards  

Fenstanton the level of the water in the drain is some 2.5 metres below the road surface.  

 

Aim of this report.  This report has been written in order to identify any areas where maintainence 

should be carried out and attempts to prioritise such work.  Where applicable, each photograph 

has a priority score given for the urgency of any remedial work on a 0-3 scale where 0 = no action 

and 3 = immediate action advised.  In addition it also looks briefly at the óhealthô of the Main Drain  

and makes suggestions as to how this can be maintained. 

 

NOTE:  Most of the photographs were taken just after a period of moderate rain when water levels 

were slightly higher than normal. 



Potential blockage from discarded washing machine just east of B1040/Rogueôs Lane 

junction. 

Urgency 2 



Area of natural debris build-up just east of B1040/Rogueôs Lane junction.  Although 

relatively severe, this was not causing any significant blockage. 

Urgency 1 



Potential blockage from discarded man-made items (plastic bottles and sheeting), 

at the electricity sub-station on the B1040. 

Urgency 2 



Build-up of natural debris + man-made items 200 metres north west of electricity 

sub-station entrance. 

Urgency 0 



Build-up of natural debris + man-made items 250 metres north west of electricity 

sub-station entrance.  This is built up against a tree growing in the middle of the 

ditch. 
Urgency 2 



Brambles and other hedge growth plus a fallen tree causing some build-up of 

debris approx. 200 metres north west of electricity sub-station entrance. 

Urgency 1 



Build-up of natural debris + man-made items at New Farm. 

Urgency 0 



Weed growth over the ditch 75 metres north-west of New Farm. 

Urgency 0 


